
B-EX4D2 

Q u a l i t y ,  E x p e r i e n c e ,  R e l i a b i l i t y  &  P e r f o r m a n c e

TAILORED FOR LOGISTICS & TRANSPORT
4 INCH DIRECT THERMAL ONLY LABEL PRINTER  

TOSHIBA EX4-D2 4” thermal paper industrial 
printer incorporates the latest in direct 
thermal print technology allowing smart 
mechanics, top of the line reliability as well 
as a perfect print quality.

“The EX Series of Auto ID printers allows 
each customer to define the printer he 
needs. With a multitude of options you are 
free to create the ideal printer you need at an 
unbelievably low price.”
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BARCODE COMMUNICATIONS SYSTEMS

beyondworkflow



KEY FEATURES AND BENEFITS
 PERFORMANCE LEADER 
• Best in class print speed, large DRAM & flash memory

• High reliability designed for industrial printingt

 LOW TCO (TOTAL COST OF 
OWNERSHIP) 
• Long-lasting print head:
- Less user intervention and print head replacement
Cost;

• ENERGY STAR:

- Low energy consumption in idle and print mode;

- Substantial energy and cost savings;

 FLEXIBILITY  
• Auto print head detection of head rank
    Easy service and maintenance;

• Emulation for quick & easy replacement of competitor’s products

 EASE OF USE
• Network Printer Management Tool

 FAST SPEED & LOW COST LABEL 
PRINTER
• Industrial 4” Direct Thermal Label Printer

• Max. printing speed: 12 ips

• Low Cost of Operation

• Designed for Scalability and Flexibility

• Low Maintenance

• Emulation for competitor’s products

• USB & LAN interface as standard

• 75km expected printhead life

• Rugged metal construction

• Energy Star Certified

All company and/or product names are trademarks and/or registered trademarks of their respective owners.  
All features and specifications described in this brochure are subject to change without notice.

Your TOSHIBA Dealer:

B-EX4D2 

B-EX4D2
CHARACTERISTICS B-EX4D2 GS
Printhead Flat-type

Dimensions 310(H) x 278(W) x 460(D) mm

Interface USB2.0 & Ethernet as standard

Optional Interface Parallel, Wireless LAN, RS-232C,
RTC & USB host and Expansion I/O

Network Tool SNMP

PRINT
Method Direct thermal

Print Width 104 mm 

Max. Print Speed Upto 12 ips (304 mm/sec) 

Resolution 203dpi

Font Bitmap and outline

Barcode Includes GS1 DataBar (RSS) compatibles

MEDIA
Paper Width 114 mm

Paper Alignment Left

Paper Roll Diameter 200 mm

OPTIONS
cutter module, peel off & internal rewinder

Head Office
TOSHIBA (Australia) Pty Ltd 
Building C 12-24 Talavera Road 
North Ryde, NSW, 2113 Australia 
Telephone: (02) 9887 6000 Email: 
bcssales@toshiba-tap.com

www.eid.toshiba.com.au


